
01DUFILmini

Extraction Capacity (Standard)

Dimensions (W x L x H)

Motor Power

Power Supply

Noise Level

900 m³/h 

700 x 600 x 1.100 mm

0,55 kW - 3.000 rpm

230 V - 50 Hz

72 dB(a)

TECHNICAL INFORMATION

No Arm, SFS

1 Arm, 2 m, Inner Support, SFS

1 Arm, 3 m, Inner Support, SFS

1 Arm, 3 m, External Support, SFS

No Arm, ACMFS

1 Arm, 2 m, Inner Support, ACMFS

1 Arm, 3 m, Inner Support, ACMFS

1 Arm, 3 m, External Support, ACMFS

No Arm, ACCFS

1 Arm, 2 m, Inner Support, ACCFS

1 Arm, 3 m, Inner Support, ACCFS

1 Arm, 3 m, External Support, ACCFS

 

DM.0.12.HEPA13.50.230

DM.12I.12.HEPA13.50.230

DM.13I.12.HEPA13.50.230

DM.13O.12.HEPA13.50.230

DM.0.12.HEPA13.50.230.ACM

DM.12I.12.HEPA13.50.230.ACM

DM.13I.12.HEPA13.50.230.ACM

DM.13O.12.HEPA13.50.230.ACM

DM.0.12.HEPA13.50.230.ACC

DM.12I.12.HEPA13.50.230.ACC

DM.13I.12.HEPA13.50.230.ACC

DM.13O.12.HEPA13.50.230.ACC

SFS : Standard Filter Set
ACMFS : Active Carbon Filter Mat Optional
ACCFS : Active Carbon Filter Cassette Optional

ORDER NO

Pre Filter Mat (10 pcs / set)

Active Carbon Filter Mat (10 pcs / set)

Pre Filter Casette - M5

Active Carbon Filter Casette

Main Filter Casette - H13

HTM/PAD/430/430/G4

HTM/PAD/430/430/10 – AC 

HTM/430/430/42/M5

HTM/430/430/48 - AC

HTM/460/460/292/H13

SPARE PART ORDER NO

HIGH QUALITY EXTRACTION ARM
Durable extraction arms designed to provide best performance

during extraction of fumes & dusts.

STATE OF THE ART EXTRACTION HOOD
Special designed extraction hood provide superior performance.

HIGH EFFICIENT CASETTE FILTERS
High efficiency cassette filters with 3 stages, easy to install and

remove,  guarantee clean air.

CONTROL & SIGNAL PANEL
Equipped with filter clog display, ON / OFF switch and

working hour counter.

Filter Type

Filter Stages - Standard

   Pre Filter - AluMesh

  Pre Filter Mat

  Pre Filter Casette

  Main Filter Casette

Filter Area

  Pre Filter Casette

  Main Filter Casette  

Filtration Efficiency

  Standard

Optional Filters

  Active Carbon Filter Mat

  Active Carbon Filter Casette

Cassette

G2 Class (Washable)

G4 Class

M5 Class

H13 Class

2 m²

13 m²

99,99% @ MPPS

Replaced w/ Pre Filter Mat

Replaced w/ Pre Filter Cassette

GENERAL INFORMATION


